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Moscato:

Kitchen Faucet 5-2620 with pull-out spout

Installation and Service Instructions

Model Numbers Tools & Materials
S-2620
S-2620-xxx

Note: xxx identifies location of
alternative finish code when applicable.

@ Need Help?

Symmons customer service:

(800) 796-6667, (781) 848-2250

Email: customerservice@symmons.com
Monday - Friday 8:00 am - 7:30 pm EST
OJ

WWww.symmons.com/service
= Technical help

= Product information

= Warranty policy.

Quick Install Guide

(optional) Bkl

Fasten deck plate to deck
for 3-hole installation only
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Connect pull-out spout hose

Flush supply lines
and check for leaks

Optional colored style handles
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black green pink copper

— (optional)

Replace standard handle
with optional colored style

Attach faucet assembly

finished deck
front view

Connect water supply lines

Attach counterweight




Installation Instructions

Caution: If replacing an older faucet ensure water supply
is turned OFF before removing and then turn faucet ON to
relieve water pressure.

Step 1 Attach deck plate to deck (optional)

Deck plate is typically used for covering existing holes when
faucet is being replaced. Install as required.
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finished deck
front view

Step 2 Attach faucet assembly to deck

Single hole mount
without deck plate

allign flat
edges

\
front view N
finished deck

Step 3 Connect pull-out spout hose
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red stripe
blue stripe

Step 4 Attach counterweight to hose
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Step 5 Connect water supply lines

red stripe (hot)
blue stripe (cold)

Step 7 Replace handle with colored style

<Optional> Replace with colored style handle.

n Remove E Install
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Care of faucet finish

Clean finish area by using mild soap and water or non-abrasive
cleaner and then rinse immediately. A non-abrasive wax may
be used to preserve finish area.

Valve cartridge replacement

Removing handle & collar

Replacing cartridge
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16-1/2"
420 mm

Finished deck
thickness
1-5/8" max.
41 mm max.

deck
plate

1/4"
6 mm

(7777777777007 771
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3/4" dia. (19 mm)
deck plate hole size
7/8" (22 mm) min.
1-1/8" (29 mm) max.

Dimensions: Moscato Kitchen Faucet S-2620 with pull-out spout

Three hole mount with deck plate installed

I
: * Single hole mount !
) 1 without deck plate :
~— 4-15/16" 1 *16-1/4" installed .
125 mm | 413mm .
I
! ; I
st 9-1/72" | :
I 241 mm | !
6-3/8" ! )
162 mm deck plate ! |
,,,,, } 2-5/8" (67 mm) — ; 1
77777 | 1
I |+deck plate ! :
I 10-1/8" . / ! !
i 1-1/8" dia. (29 mm) 1 |
h 257 mm . |
i [ center spout hole size | ]
— l+4" (102 mm)  1-1/4" (32 mm) min. ! 1 o ) !
. i 1-1/2" (38 mm) max. 1 L *Finished deck thickness :
~— 8" —= I 1-7/8" (48 mm) max. |
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spout

pull-out

spout hose ~_ A

pull-out spout __

aerator __
=
-

body ——

deck plate

(optional) ™~

gasket ~_

flange nut —_
center washer ———

mounting nut ——

spout

supply hose — &
(no stripe) =

fitting —_
washer ———

B
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Parts Assembly Moscato Kitchen Faucet S-2620 with pull-out spout

/ plug button

o screw

Part Number Item

KN-4

valve cartridge @

o
; — handle
@ collar
@ T cartridge
. \ fastener
valve
cartridge

alternate colored handles

color
black
green
pink
copper

KN-238LP-BLK ?-0.\

KN-238LP-GRN
KN-238LP-PNK
KN-238LP-CPR

i

___— supply hose, blue stripe (cold)
W 3/8" compression nut

supply hose, red stripe (hot)
3/8" compression nut

T pull-out spout hose
D =
5T counterweight

Ordering replacement parts:
Symmons customer service: (800) 796-6667,
(781) 848-2250 M-F 8:00 am - 7:30 pm EST

Symmons distributors: www.symmons.com

Symmons Industries, Inc. = 31 Brooks Drive = Braintree, MA 02184
(800) 796-6667, (781) 848-2250 = Fax (800) 961-9621, (781) 843-3849
Website: www.symmons.com = Email: customerservice@symmons.com
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